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Chapter 2

Digital I/O Power Select Digital I/O Output State

JP13
1

3
2

2-3 On: +5V

1

3
2

1-2 On: +5V_standby
(default)  

JP13 is used to select the power of Digital I/O signal.

Based on the power level of DIO (Digital I/O) selected on JP13, JP7 (DIO pin 11/13/15/17) 
and JP12 (DIO pin 3/5/7/9) are used to select the state of DIO output: pull high or pull low. 
When selecting pull high, the power selection will be the same as JP13’s setting.

1

3
2

2-3 On: GND

1

3
2

1-2 On: +5V or 
+5V_standby

(default)  

DIO 11/13/15/17
(JP7)

DIO 3/5/7/9
(JP12)
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Chapter 2

SATA DOM Power Select

2-3 On: +5V1-2 On: GND
(default)  

Note:
SATA port 5 provides adequate space for SATA DOM.

JP17 is used to select the power of SATA DOM.

JP17

SATA 5

1

3
2

1

3
2
























































































































































	Copyright
	Trademarks
	FCC and DOC Statement on Class B
	Table of Contents
	About this Manual
	Warranty
	Static Electricity Precautions
	Safety Measures
	About the Package
	Before Using the System Board
	Chapter 1 - Introduction
	Specifications
	Features

	Chapter 2 - Hardware Installation
	System Board Layout
	System Memory
	Installing the DIMM Module 
	CPU
	Jumper Settings
	Rear Panel I/O Ports
	I/O Connectors

	Chapter 3 - BIOS Setup
	Overview
	Entering the BIOS Setup Utility
	Updating the BIOS
	Notice: BIOS SPI ROM

	Chapter 4 - Supported Software
	Chapter 5 - Digital I/O Programming Guide
	Chapter 6 - RAID

	RAID Levels
	Settings

	Chapter 7 - Intel AMT Settings
	Overview
	Enable Intel® AMT in the AMI BIOS
	Enable Intel® AMT in the Intel® Management Engine BIOS Extension (MEBX) Screen

	Appendix A - Watchdog Sample Code
	Appendix B - System Error Message
	Appendix C - Troubleshooting



