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4. Connect one end of the SATA data cable and the SATA power cable to a SATA 
data connector and a SATA power connector on the SATA drive respectively.

SATA power connector

SATA data
connector

SATA power cable

SATA data cable

SATA power cableSATA data cable
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5. Place the SATA drive with the HDD bracket into the system. Align the mounting 
holes on the HDD bracket with the mounting holes on the protective plate and 
then use the provided mounting screws to secure the drive in place.

Mounting Screw

6. Connect the other end of the SATA data cable and the SATA power cable 
to a SATA data connector and a SATA power connector on the system board 
respectively.

SATA power connector
SATA data connector

SATA power connector
SATA data connector

SATA data
connector

SATA power
connector
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Board Layout and Jumper Settings
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       Clear CMOS Data JP4

       Normal (default)             1-2 On

       Clear CMOS Data 2-3 On

      USB Power Select: 1-2 (JP1), 8-9 (JP2)

      +5V (default)             1-2 On

      +5V_standby 2-3 On

       PS/2 Keyboard/Mouse Power Select JP3

       +5V (default)             1-2 On

       +5V_standby 2-3 On

       RS232/422/485 Select: COM 1 (JP8/JP11) 
                                          COM 2 (JP12/JP15)

       RS232 (default)             1-3, 2-4 On

       RS422 Full Duplex/RS485 3-5, 4-6 On

       RS232/422/485 Select: COM 1 (JP13), COM 2 (JP17)

       RS232 (default)             1-2 On

       RS422 Full Duplex 3-4 On

       RS485 5-6 On

       RS232/Power Select: COM 1 (JP14), COM 2 (JP18)

       RS232 (default)             1-3 (RI), 2-4 (DCD) On

       RS232 with power 3-5 (+5V), 4-6 (+12V) On

      Auto Power-on Select JP7

      Power-on via Power Button (default)             1-2 On

      Power-on via AC Power 2-3 On

      Mini PCIe Signal Select JP9

      PCIe (default)             1-4-7-10
2-5-8-11 On

      mSATA 2-5-8-11
3-6-9-12 On

      Mini PCIe Power Select JP6

      +3.3V              1-2 On

      +3.3V_standby (default) 2-3 On

Note: 
1. When COM 1 RS232/422/485 is selected, JP8 and JP11 must be set in 

accordance to JP13.
2. When COM 2 RS232/422/485 is selected, JP12 and JP15 must be set in 

accordance to JP17.
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